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13. Please do not operate the screen continuously because of over-heat protection,The product can
be used normally after a few minutes.Strap

The strap is blocked
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LED Indication Light

Flat Network Control 
Cable Lock (1pc)

M5x10mm Screw(2pcs)



(note: make sure

each of rings can endure at least 200kg )

(note: make sure each of rings can endure at least 200kg )

Multimedia Cable Box Ceiling Installation Part
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Note: the screen needs to be hanging if you want to adjust the length of strap 
( the drive mechanism can be opened when the strap is carrying and power on), 
and the use the controller for adjusting the length of strap.
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Multimedia Cable Box

strap

"DOWN for strap".

"UP for strap".

UP for screen fabric

STOP for both

DOWN for screen fabric

DOWN for strapUP for strap



STOP for screen fabric
DOWN for strap
UP for strap
DOWN for screen fabric
UP for screen fabric
Common

Multi-function
Control Diagram

Red LED

Sling wires 

localizer

battery

battery

Back view

Cautions:
1.The minimum distance between Controller and Receiver: 50cm
2.Workable within 8m in horizontal directionfrom the Receiver to the 
   Controller
3.Do not cover the Controller’s launching port while operation
4.Strictly banoperation in wet or high temperature environment.
5.Replacing batteries when the signal is faint or no signal.
6.Batteries for the Controller: 2 units CR2032 button cells.

Batteries Installation Instruction:
When the signal of the Controller is faint, please replace the batteries 
as follow steps:
1.Reverse Controller to the back, push down as the arrow mark to open 
   the cover.
2.Installtwo cells of battery and set the direction of positive and 
   negative electrode just like the chart shows.
3.Close the battery cover.

LED Indication Light
Under the casing on the left side, the LED light can indicate the 
status of the screen.
When the light is on, it means the power supply is normal.
When the light is blinking, it means the screen is receiving signals. 

LED
On: Normal
Blinking: Receiving Signal 
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